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SECTION A-A
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SECTION B-B

NOTES
GRATE CASTING IS ADA COMPLIANT.

PLACE GRATE PERPENDICULAR TO THE
DOMINANT DIRECTION OF PEDESTRIAN TRAVEL.
ADA SAFE GRATE CASTING NEEDS TO

BE USED WITH A NEW FRAME CASTING

DUE TO THE NON-STANDARD GRATE SIZE.

MINIMMUM OPEN AREA 0.79 SQ FT.

ADA CATCH BASIN FRAME
AND GRATE CASTING




S-1 (2506) CASTING ASSEMBLY SPECIAL

This work consists of furnishing and installing casting assemblies at locations shown in the Plan.
This work shall be performed in accordance with the applicable MnDOT Standard Specifications, constructed
according to the details in the Plan, and the following:

S-1.1 Furnish and install casting assemblies that are compliant with the Americans with Disabilities Act
(ADA). Openings in the grate casting shall not permit passage of a sphere more than 0.5 inches in diameter. Place
grate so that the long dimension of the elongated openings are perpendicular to the curb. Provide grates with a
minimum open surface area of 0.79 SQ FT. The design load rating of the casting assembly shall be heavy duty and
adhere to MnDOT Specification 3321.

S-1.2 Measurement will be made by the number of casting assembly specials furnished and installed as
specified. Payment will be made under Item 2506.602 (Casting Assembly Special) at the Contract bid price per
each, which shall be compensation in full for all costs incidental thereto, including but not limited to, all materials
and labor necessary to install proposed grate and frame casting . Any damage caused to the existing drainage
structure shall be repaired at the Contractor's expense to the satisfaction of the Engineer.
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