Minnesota Department of Transportation — Bridge Office

REVISION LOG for5-397.173
April 17,2013 Pagelofl

Figure 5-397.173
Concrete Barrier (Type P-4, TL-4) With Integral End Post (With Conc. Wearing Course)

Approved, and signed, July 25, 2005. Last date revised: April 17, 2013

Revised 04-17-2013
This standard was updated to convert reinforcing bar marks from metric to U.S. customary bar designations.

Revised 08-10-2006

Reconfigured end of barrier:

e changed height dimension of 9" to 5"

e changed longitudinal dimension of 1'-10" to 1'-0"

e changed rebar dimensions of R1603E, R1604E, R1605E and R1307E

Revised 05-26-2006
Changed all instances of RAIL and RAILING to BARRIER.

Under GENERAL NOTES:

e Changed LENGTH OF “TYPE P-4, TL-4 BARRIER CONCRETE ...” to LENGTH OF “TYPE P-4 (TL-4)
RAILING CONCRETE ...

e Changed GUARDRAIL CONNECTION, CORK AND NAME PLATE TO BE CONSIDERED INCIDENTAL
TO “TYPE P-4, TL-4 BARRIER CONCRETE ...” to GUARDRAIL CONNECTION, CORK, AND NAME
PLATE TO BE CONSIDERED INCIDENTAL TO “TYPE P-4 (TL-4) RAILING CONCRETE ...”

e Changed BARRIER QUANTITIES ARE INCLUDED IN SUMMARY ... to BARRIER QUANTITIES ARE
LISTED IN SUMMARY ...

Revised 10-26-2005
At R1601E bar bend: Changed 1'-0" dimension to 10%,"

Approved, and signed, July 25, 2005
NEW STANDARD
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