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Appendix D 
Typical Sections of Build Alternatives 
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SCALE IN FEET

ALTERNATIVES DISCUSSION EXHIBIT - 12/07/2017 - PRELIMINARY-SUBJECT TO CHANGE FIGURE 1
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STATE PROJ. NO. 8680-173 (TH 94)

10.0' 12.0' 12.0'1.5' 12.0' 12.0' 10.0' 1.5'

 CZ

0.04 VARIES

INSET D

INSET A

INSET C

INSET B

0.04 VARIES VARIES 0.02 0.04 VARIES 0.02 0.04

INSET E

INSET A

INSET E INSET F

 CZ

1.5' 10.0' 12.0' 12.0' 12.0' 12.0' 12.0' 10.0' 1.5'

 CZ CZ

0.04 VARIES VARIES VARIES 0.04 0.04 VARIES VARIES 0.02 0.04

INSET B

INSET C

INSET A

INSET D INSET E

INSET A

INSET E INSET F

 CZ  CZ

0.04 VARIES VARIES 0.02 0.04 0.04 0.02 VARIES VARIES 0.04

INSET F

INSET E

INSET A

INSET EINSET D

INSET A

INSET C

INSET B

1.5' 10.0' 12.0' 12.0' 12.0' 12.0' 10.0' 1.5'

1.5' 10.0' 12.0' 12.0' 12.0' 12.0' 10.0' 1.5'

1.5'1.5'

EXISTING TH 94 TYPICAL SECTION

MAINTAIN CROWN MAINTAIN CROWN

INSET A

INSET D

INSET E

9" UNBONDED CONCRETE OVERLAY

EXISTING CONCRETE PAVEMENT

24" SELECT GRANULAR EMBANKMENT

6" TEMPORARY BITUMINOUS PAVEMENT

8" AGGREGATE BASE

24" SELECT GRANULAR EMBANKMENT

ALT A - WIDEN TO THE INSIDE - 50' ROADWAY PAVEMENT

ALT B - WIDEN TO THE OUTSIDE

ALT C - WIDEN TO THE INSIDE AND OUTSIDE

52' TYP
VARIES

INSET G

24" SELECT GRANULAR EMBANKMENT

INSET H

6" BITUMINOUS PAVEMENT

8" AGGREGATE BASE

24" AGGREGATE BASE

INSET I

4" BITUMINOUS PAVEMENT

10" AGGREGATE BASE

24" SELECT GRANULAR EMBANKMENT

11" CONCRETE PAVEMENT

3" AGGREGATE BASE

9" AGGREGATE BASE

11" UNBONDED CONCRETE OVERLAY

INSET C

24" SELECT GRANULAR EMBANKMENT

11" AGGREGATE BASE

INSET B

24" SELECT GRANULAR EMBANKMENT

14" AGGREGATE BASE

6" PERMANENT BITUMINOUS

9" UNBONDED CONCRETE OVERLAY

INSET F

4" BITUMINOUS PAVEMENT

5" AGGREGATE BASE

6" TEMPORARY BITUMINOUS PAVEMENT

8" AGGREGATE BASE

24" SELECT GRANULAR EMBANKMENT

9" UNBONDED CONCRETE OVERLAY

LOCATION VARIES

CABLE BARRIER

LOCATION VARIES

CABLE BARRIER
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VARIES
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SCALE IN FEET

ALTERNATIVES DISCUSSION EXHIBIT - 12/07/2017 - PRELIMINARY-SUBJECT TO CHANGE FIGURE 2
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STATE PROJ. NO. 8680-173 (TH 94)

10.5' 12.0' 12.0'1.5'

INSET G

0.04 0.02 0.04

 CZ

26.0'

0.04

10.5'12.0'12.0' 1.5'

INSET G INSET I

0.040.02 0.02

ALT D - MEDIAN BARRIER URBAN SECTION

1.5' 10.0' 12.0' 12.0' 12.0' 12.0' 10.0' 1.5'

1.5'1.5'

EXISTING TH 94 TYPICAL SECTION

MAINTAIN CROWN MAINTAIN CROWN

52' TYP
VARIES

10.5' 12.0' 12.0'1.5' 12.0' 12.0' 10.5' 1.5'

 CZ

0.04

INSET D

0.04 0.02 0.04 0.02 0.04

INSET D INSET F

 CZ

INSET I INSET H

10.5' 12.0' 12.0'1.5'

INSET D

0.04
0.02 0.04

 CZ

INSET F

0.020.02 0.020.02

10.5'12.0'12.0' 1.5'

0.040.04

 CZ

INSET F
INSET E INSET E

0.02 0.020.02

INSET D

24" SELECT GRANULAR EMBANKMENT

INSET E

6" BITUMINOUS PAVEMENT

8" AGGREGATE BASE

INSET F

4" BITUMINOUS PAVEMENT

10" AGGREGATE BASE

24" SELECT GRANULAR EMBANKMENT

11" CONCRETE PAVEMENT

24" SELECT GRANULAR EMBANKMENT

(4' INSIDE SHOULDERS)

WIDEN TO THE INSIDE AND OUTSIDE

ALT E1 - FULL RECONSTRUCT

(12' INSIDE SHOULDERS)

CENTERED ON MEDIAN

ALT E2 - FULL RECONSTRUCT

3" AGGREGATE BASE

 CZ

24.0'

(OMIT SELECT GRANULAR)

INP ROAD CORE

24.0'

(OMIT SELECT GRANULAR)

INP ROAD CORE

24.0'
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INP ROAD CORE

24.0'

(OMIT SELECT GRANULAR)
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24" SELECT GRANULAR EMBANKMENT

INSET H

6" BITUMINOUS PAVEMENT

8" AGGREGATE BASE

24" AGGREGATE BASE

INSET I

4" BITUMINOUS PAVEMENT

10" AGGREGATE BASE

24" SELECT GRANULAR EMBANKMENT

11" CONCRETE PAVEMENT

3" AGGREGATE BASE

LOCATION VARIES

CABLE BARRIER

LOCATION VARIES

CABLE BARRIER
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    10

SCALE IN FEET

STATE PROJ. NO. 8680-173 (TH 94)ALTERNATIVES DISCUSSION EXHIBIT - 10/16/2016 - PRELIMINARY-SUBJECT TO CHANGE

VARIES

TEMPORARY PAVEMENT

TRAFFIC TO ONE SIDE

STAGING CONCEPT: CONSTRUCT TEMPORARY PAVEMENT TO CROSSOVER

ALT A, B, C, E1, E2

STAGE 1

STAGE 2

FIGURE 3
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1:6

12.0'12.0' 10.0' 1.5'

1.5'

LANELANESHLD SHLD

1:6

{ TH 94 EB
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4.0' 4.0'
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STATE PROJ. NO. 8680-173 (TH 94)ALTERNATIVES DISCUSSION EXHIBIT - 12/15/2017 - PRELIMINARY-SUBJECT TO CHANGE
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SCALE IN FEET

52' TYP
VARIES

{ TH 94 WB { TH 94 EB
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LANE
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LANE
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SHLD

1.5'

1:6

1:
3

12.0'

LANE

12.0'

LANE

12.0'

LANE

10.5'

SHLD

1.5'

1:6

1:3

26.0'

SHLD SHLD

STAGE 1

STAGE 2

{ TH 94 EB

12.0'

SHLD

26.0'

{ TH 94 EB

LANE

12.0'

{ TH 94 WB

12.0'

SHLD

{ TH 94 WB

{ TH 94 EB{ TH 94 WB

1:6
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3

TEMPORARY PAVEMENT

LANE

12.0'

SHLD

LANE

6.0'

11.0'

LANE

11.0'

LANE

1.0'

WHILE TRAFFIC ON MEDIAN
STAGING CONCEPT: RECONSTRUCT MEDIAN WHILE TRAFFIC SHIFTED TO OUTSIDES, THEN RECONSTRUCT OUTSIDES

ALT D - MEDIAN BARRIER URBAN SECTION
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FIGURE 4
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SCALE IN FEET

52' TYP
VARIES

{ TH 94 WB { TH 94 EB
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STAGE 2

{ TH 94 EB
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26.0'
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4.0'

INP CULVERT (18" CMP)

INP CULVERT (18" CMP)

               

TEMP SHEETING

TO INPLACE CULVERT

TEMP CONNECTION

18"-21" RCP

TO PROPOSED CULVERT

PERMANENT CONNECTION

1:6

LANELANE

1.0'11.0'11.0'

STAGING CONCEPT: DRAINAGE EXHIBIT
ALT D - MEDIAN BARRIER URBAN SECTION

APPROX GRADING LIMIT

18"-21" RCP

18"-21" RCP 18"-21" RCP

1

1

2

1.75' MINIMUM COVER OVER FLEXIBLE PAVEMENT

1.25' MINIMUM COVER OVER RIGID PAVEMENT

18"-21" RCP

2 1

2

TEMPORARY PAVEMENT

4.0'

1.0'

SHLD

1.0'

FIGURE 5

TO BE DETERMINED

STRUCTURE TYPE
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