




• Not for use on Expressways or 
Freeways

• Duration for most Mobile 
layouts increased to Short Term 
(1-hour)

• Channelizers may be omitted if 
Mobile

• May use additional vehicle to 
close shoulder

• Shadow vehicle may be omitted 
if 40 mph or less



• If arrow board won’t fit on shoulder, 
place at the end of the taper

• If there is a shoulder, close the 
shoulder using a shoulder taper

• In the past the Chimney and Merge 
sign were interchangeable, now 
Chimney (Lane Ends) is required and 
next install, Arrow Board for Hi-speed 
or Merge Sign for Low-speed



• Opposite direction lane closure 
not required on low-speed or 
when workers not present

• Channelizers on centerline for 
distance of L/3



• If no shoulder, put Arrow Board 
at end of taper

• Low-speed may omit Lane 
Closed and Curve signs

• If tangent <600’ use Double 
Reverse Curve sign

• See appropriate layouts for 
advance signing



• Right Lane Closed and/or Lane 
Closed may be omitted on 40 
mph or less

• If there is a shoulder, close the 
shoulder with a shoulder taper

• Channelizers curve back to fog 
line to accommodate turning 
vehicles



• Opposite direction lane closure 
may be omitted when workers 
not present

• No Turn signs are required if 
turns are prohibited

• See inset for setting channelizers 
and signs when turning is 
allowed



• Large Arrow sign for Lane Shift

• Lane Closed sign

The Reverse 
Curve required 
at 45 MPH or 
greater



• Duration extended
• Now shown with 2 Flaggers, with 

advance warning the same in 
both directions
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