
26 FOOT 

ROADBED 

WIDTH

2‐ 11' TRAFFIC LANES

0 PARKING LANES

2‐ 2' CURB REACTION

28' FOOT 

ROADBED 

WIDTH

2‐ 12' TRAFFIC LANES

0 PARKING LANES

2‐ 2' CURB REACTION

34 FOOT 

ROADBED 

WIDTH

2‐ 12' TRAFFIC LANES

1‐ 8'  PARKING LANE

1‐ 2' CURB REACTION

40 FOOT 

ROADBED 

WIDTH
2‐12' TRAFFIC LANES

2‐ 8' PARKING LANE

48 FOOT 

ROADBED 

WIDTH

4‐11' TRAFFIC LANES

2‐ 2' CURB REACTION

 

54 FOOT 

ROADBED 

WIDTH
4‐11' TRAFFIC LANES

1‐ 8' PARKING LANE

1‐ 2' CURB REACTION

62 FOOT 

ROADBED 

WIDTH

4‐11' TRAFFIC LANES

1‐ 14' CENTER  TURN

2‐ 2' CURB REACTION

70 FOOT 

ROADBED 

WIDTH

6‐11' TRAFFIC LANES

0 PARKING LANES

2‐ 2' CURB REACTION

4,346

2,917

4 INCHES

CLASS 5 

GRAVEL BASE 

DEPTH (inches)

CLASS 5 GRAVEL 

BASE QUANTITY 

(Tons)

TOTAL 

BITUMINOUS 

QUANTITY (TONS)

GT 25,000 

EXISTING ADT
39 INCHES 53,172 21 INCHES 44,776

13,126

6 INCHES

8,287

5 INCHES

38 INCHES 45,838 20 INCHES 38,049

11,535

9000‐13,999 

EXISTING ADT
36 INCHES 37,918 19 INCHES

14,000‐24,999 

EXISTING ADT

6 INCHES

4,773

4 INCHES

5000‐8999 

EXISTING ADT
35 INCHES 32,795 19 INCHES 27,907

5,834

4 INCHES

2000‐4999 

EXISTING ADT
32 INCHES 25,188 16 INCHES 19,628

31,460

500‐1999 

EXISTING ADT
26 INCHES 17,698 10 INCHES 10,176

3,978

4 INCHES

1‐499 EXISTING 

ADT
22 INCHES 12,496  6 INCHES 4,691

3,182

4 INCHES

MSAS URBAN ADT GROUPS FOR NEEDS  PURPOSES
Quantities Based on a One Mile Section

0 EXISTING ADT 

& NON EXISTING
22 INCHES 11,655 6 INCHES

EXISTING ADT

PROPOSED 

NEEDS 

WIDTH

NEEDS GENERATION 

DATA

GRADING 

DEPTH 

(inches)

GRADING 

QUANTITY    

(cubic yards)


