
INPLACE 4 t h  ST. N.E. IS A 36' WlDE 
FACE OF CURB TO FACE O f  CURB 
8' THICK CONCRETE STREET W l M  

PRESENT CONSTRUCTION AUSTIN 
8 6  NON INTEGRAL CURB 

AND A E Z. , r REM:VAL, 

SAW CONCRETE PAVEMENT 2' 
FROM FACE OF CURB (66 L.F.) 
REMOVAL LIMITS I I I 1 

REMOVAL LIMITS 

\ M A E  N.Z. CONCRETE INDRIVES 

BITUMINOUS INDRIVES 

NOTES 
1. 1/2' BITUMINOUS FELT EXPANSION I L L  BE 

REQUIRED ON SDW. AND CURB SIDES OF 

REMOVE AND REPLACE 
CONCRETE SIDEWALK 

-- -- 

CONCRETE INDRIVES OR SDW. 

2. FINAL ADJUSlMENT OF CATCH BASINS AND 
MANHOLES I L L  BE BY THE CONTRACTOR. ALL 
NECESSARY REPAIRS TO THESE STRUCTURES 

WlLL BE PERFORMED BY M E  C l N  OF AUSTIN 
UNLESS DAMAGE WAS CAUSED BY M E  CONTRACTOR. 
CONTRACTOR SHALL FURNISH ADJUSTING RINGS. 

(INCIDENTAL) 

I I i I I SAW AND REMDVE 2' OF CONCRETE I I I 1  \ 
8 ,  

SIDEWALK ADJACENT TO BACK 
OF CURB (612 L.F.) TO ALLOW FOR 
NEW CURB CONSTRUCTION 

PROPOSED CONSTRUCTION 
3. SWlNG ALL RADII TO FACE OF CURB AT GUTTERLINE 

AS STAKED IN M E  FIELD BY M E  ENGINEER. 

4. SOD OR SEED AREAS B E M E N  BACK OF CURB AND 
SDW. OR R / W  LINE AS DIRECTED BY THE ENGINEER. 

E2D-1 EXPANSION JT 

OAKUND A E  , , 1st A E  N.6 
r- CONSTRUCT 8 6 2 4  1 I a d  A E N.Z. 

5. REMOVE ALL CONC. PWT,  INDRIVES, SIDEWALK 
AND BITUMINOUS INDRIVES AS DIRECTED BY 
M E  ENGINEER. 

NOTE 
ALL CURB WlLL REWIRE CONC. SILL 
(SEE NOTE 7) 
ALL SIDEWALK SHALL BE TIED TO 
EXISTING SIDEWALK USING #4 REBAR, 
12' LONG - 2 PER PANEL. 

CURB AND GUTTER I I 

4th SI: N.Z. 

CONSTRUCT 8 6  
CLASS L IT  JT. INTEGRANT CURB 

CONSTRUCT 8' 
NON-REINFORCED 

7036 F AS SHOWN CONCRETE P W T .  
,-,,..a, W l m  4' OF 

6. CONSTRUCT INDRIVES SIDEWALKS AND ENTRANCE 
WALKS AS SHOWN OR AS DIRECTED BY THE 
ENGINEER. 

7. MODIFIED 8 6 2 4  C & G OR INTEGRAL CURB TO 
BE USED AT ALL RADII AND AREAS ABUTTING 

SIDEWALK. DOWEL BAR ASSEMBLIES SHALL BE 
1-1/4' EPOXY COATED SMOOTH DOWELS 
PLACED IN ALL CONTRACTION JOINTS 
AS PER MNDOT STD. PLATE 1103J 

-- 

EXPANSION 

8. EXTREME CARE SHALL BE USED AROUND EXISTING 
TREES AND POWER POLES DURING CURB AND SOD 

PLACEMENT. 

ALL REINFORCEMENT SHALL BE 
EPOXY COATED AND CONFORM 
TO MNDOT SPEC. 3301 

BENCH MARKS 
1195.835 T.A.F.H. - N.W. CORNER 

4 t h  ST. N.E. / 2nd A M .  N.E. ..................... 
1190.11 TOP CONC. STEP (SOW) NEXT TO : 

N.W. CORNER BUDGET OIL BLDG : 
1190.08 2' x 2' x 4' CONC. SIGN BASE : 

N.W. CORNER DOUBLE K LOT . .:. . . . . . . . .  .:. ........ 

I rrn.rrL, 
AGGREGATE BASE . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .  . ^I  . 

: CURVE $N = 50.00j 
. M - 0.02' 
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- - : V P I E L = 1 1 9 1 . 3 2  : 
: CURVE LEN = 50.00: 
: M = 0.03' 
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