
 

 

  

 

 

 

 

 

 

 DANCE WITH TYPE "D" STRINGER AND PANEL-JOINT

DETAIL (SEE STANDARD SIGNS MANUAL).

 

SHALL BE PROVIDED BETWEEN ALL NYLON WASHERS

AND BOLT HEADS.

STRINGERS AT 24 INCH MAXIMUM INTERVALS IN ACCOR-

2.  USE STAINLESS STEEL 5/16 INCH BOLTS, WASHERS, AND

3.  STAINLESS STEEL WASHER WITH SAME DIMENSIONS

NYLON INSERT LOCK NUTS AS SHOWN.
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L  SIGN PANELC

PEDESTAL POLE

WHEN FLASHING

PREPARE

TO STOP

NOTES:

SHLD1

LANE
DRIVING

BE 12' - 0" FROM EDGE OF DRIVING LANE.

WITHOUT PAVED SHOULDER, EDGE OF SIGN SHALL1

1-1/2" TYPICAL

(SEE STANDARD PLATE 8112)

AS PER PLAN

PEDESTAL FOUNDATION

FURNISH AND INSTALL

2

21.0"

PEDESTAL POLE

SIGN PANEL

WITH NYLON INSERT LOCK NUT

NYLON WASHER AND STAINLESS STEEL WASHER

(T=•" MIN., I.D.=…" MAX., O.D.=‡" MAX.)

SIDE DETAIL

STRINGER

U-CHANNEL
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TOP DETAIL
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PREPARE

TO STOP
WHEN FLASHING

BACKGROUND SHIELD

CUT AWAY VISOR &

7' 0" MIN

2

10.5"

10.5"

VARIABLE

BREAKAWAY BASE

14" SIGNAL PEDESTAL

TOP VIEW

BACK VIEW FRONT VIEW

DETAILS
MOUNTING ATTACHMENT

FLASHER SIGN

 5/16 " STAINLESS STEEL BOLT

INSERT LOCK NUT

BOLT WITH NYLON

5/16" STAINLESS STEEL

STRINGER

60" U-CHANNEL

HEX NUTS AND LOCK WASHERS

3/8 GALVANIZED U-BOLTS,

W3-X4 SIGN PANEL DETAIL

PLATE NO. 8111)

OF SIGN ( SEE STANDARD

COLLAR - BELOW TOP

PEDESTAL SLIPFITTER

PROVISIONS)

(SEE SPECIAL 

WIND COLLAR

BY THE ENGINEER

OR AS DIRECTED 

SHOULDER

FROM PAVED

12'

6' -0" MIN.

EDGE OF LANE

SEE NOTE SEE NOTE

PEDESTAL POLE

TRAFFIC SIGNAL

VARIABLE LENGTH

MAX. GAP 6"

POLE POSSIBLE OR AS DIRECTED BY THE ENGINEER. 

MOUNTING HEIGHTS WITH THE SHORTEST PEDESTAL

CONTRACTOR SHALL MEET BOTH MINIMUM REQUIRED

SEE NOTE 2

2

NOTES:

LINE UP VERTICALLY

BACKGROUND SHIELD SHALL 

EDGE OF SIGN AND EDGE OF

1-1/2" ANODIZED ALUMINUM

FLASHING BEACON

YELLOW LED

ONE WAY, 12"

TO HANDHOLE

2-3/C #14

2" CONDUIT
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TRAFFIC CONTROL SIGNAL SYSTEM

ADVANCE WARNING FLASHER DETAILS

OLD SYSTEM ID:                          

METER ADDRESS:                         

SYSTEM ID:                    T.E.      

LICENSED PROFESSIONAL ENGINEER

1.  TYPE "D" SIGN PANELS SHALL BE BOLTED TO

4. ALL DIMENSIONS SHOWN IN INCHES.
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