. Overhead Ground Mounted Signs
Sign Type .
Mounted Signs Interstates US & MN Freeways Ramp
Guide CARDINAL DIRECTION
Advance Guide FIRST LETTER 15 15 15 10
Exit Direction REST OF WORD 12 12 12
Overhead Guide Signs Aux/Alt Route Legend 12 12 12
Route Marker
2 Digit 36x36 36x36 36x36 24x24
3 Digit 45x 36 45 x 36 45 x 36 30x24
City/Street Name 16 20 16 8
Arrow Size 17-36 17-36 17 - 36 5-13 or 14-18
EXIT ONLY 12
Diagonal 45 Degree Arrow 17-36 N/A N/A N/A
Down Arrow 22-32
Distance
Numeral 15 18 15
Fraction 15 18 15
Fraction Numerals 10 12 10 4.5
WORDS 10 12 10 6
Distance CARDINAL DIRECTION
FIRST LETTER 12 12 12
REST OF WORD 10 10 10
Route Marker
2 Digit 24x24 24 x 24 24 x 24
3 Digit 30x24 30x24 30x24 N/A
City/Street Name 13.3 13.3 13.3
Number
Numerals 133 13.3 13.3
Fraction 15 15 15
Fraction Numerals 10 10 10
Supplemental GENERIC 12 12 12 6
Proper Name 13.3 13.3 13.3 8
ACTION MESSAGE 10 10 10 6
Arrow Size 10 10 10 5-13 or 14-18
WORD 15 15 15 6
Exit Panel WORD 10 10 10
Numeral 15 15 15 N/A
LETTER 15 15 15
Notes:

1) Use 2K font E Mod.

2) These minimum and recommended sizes are shown in inches.
3) ACTION MESSAGE example: NEXT RIGHT
4) Fraction referes to the overall height of fraction

5) Fraction Numeral refers to numerator/denominator text height within the fraction
6) For further guidelines see MNnMUTCD, Section 2-E
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