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Anchor Requirements 
The decision to use anchored or unanchored barrier is dependent on the bridge width and staging requirements.     

The following anchor requirements must be met when anchoring temporary barrier to a bridge deck (refer to 
Bridge Details Manual Part I, B920 for additional information and requirements): 

• For each barrier segment, install three, 1⅛” diameter anchor rods (MnDOT Spec. 3385 Type A) on the 
traffic side only. 

• For bridge decks with top mat reinforcement and sound concrete, specify adhesive anchors with 5½” 
minimum embedment.  Specify a maximum hole depth equal to 1½ inches less than the slab depth to 
help ensure that the bottom of the slab does not spall or fracture during hole drilling.   

• For adhesive anchors, specify a minimum characteristic bond strength in uncracked concrete of 1.0 ksi 
and a proof load of 7.0 kips.  See the standard special provision SB2018-2433.8 D for additional testing 
requirements. 

• Utilize through-deck anchoring when any of the following is true: 
o Deck concrete is in poor condition.  (Deck concrete is in Condition State 3 or 4 in areas where 

anchors are to be located.) 
o Deck does not have a top mat of reinforcement. 
o Deck has a bituminous overlay. 

The Regional Bridge Construction Engineer will confirm adequacy for installations on existing bridges. 
  

Refer to the notes in Article 3.4.1 of the TBGM for additional anchoring requirements.   
 

Bridge Plan and Special Provision Requirements 
For bridges with unanchored temporary barrier, the pay item for temporary portable precast concrete barrier is 
included in the roadway plan.  Coordinate with the roadway designer to confirm that the assumed layout of the 
temporary barrier on the bridge agrees with the final layout shown in traffic control plans.  

 

For bridges with anchored temporary barrier, the pay item for temporary portable precast concrete barrier is 
included in the roadway plan, and all work associated with anchorages is incidental to that pay item.  In the 
bridge plan, include standard detail B920 (Bridge Details Manual Part I), which shows anchorage details for the 
temporary barriers.  Also include standard special provision SB2018-2433.8 D in the special provisions for the 
bridge, which covers: anchorage installation, anchorage testing, anchorage removal, and repair of the bridge 
deck.  Coordinate with roadway designer to confirm that the assumed layout of the temporary barrier on the 
bridge agrees with the final layout shown in traffic control plans. 

 

Deployment length and anchorage requirements past the ends of the bridge are determined by the roadway 
designer and shown in the traffic control plans.  When temporary or permanent sheet piling (or other type of 
wall) is included in the bridge plan, alert the roadway designer that there is a vertical drop-off hazard located off 
the bridge that must be considered when determining the temporary barrier requirements, including the 
deflection distance (refer to Article 3.4.1 of the TBGM). 

   

For questions about this policy, please contact Dave Dahlberg (dave.dahlberg@state.mn.us or 651-366-4491) or 
Arielle Ehrlich (arielle.ehrlich@state.mn.us or 651-366-4506). 
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cc:  K. Western            
 D. Dahlberg           
 P. Rowekamp           
 C. Lichtsinn/Design Consultants         
 D. Conkel/Local Consultants 

 

An Equal Opportunity Employer 
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